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Do you regularly order the same combination of hose assemblies, 
adaptors and accessories to supply in kit form? 

Take the hassle out of ordering multiple components 
individually by registering the whole set on Taipan’s 
database as a complete Hose System Kit.

·  Each Hose System Kit will contain the exact 
components catered to your specifi cations

·  Your Hose System Kit will be given its own 
part number

·  Instead of ordering components individually, just 
quote your kit’s part number

·  Order as many kits as you need or establish a 
timetable for ongoing regular deliveries

SIMPLIFY 
REPEAT ORDERS 

Want to fi nd out how? 
Email us: sales@taipan.com.au

Single W
ire Braid

Single Wire Braid Hose

SAE100R1 - Premium Smooth Cover

Construction:  
- Inner Tube; Synthetic rubber.  
- �Reinforcement; One braid of high tensile steel 

wire.
- �Outer Cover; Oil, weather and abrasion resistant 

synthetic rubber - Black. MSHA cover.

Part Number Size (In) ID (MM) OD (MM) Working PSI Min Burst 
Pressure (PSI)

Min Bend 
Radius (MM)

Reel Length 
(M)

Weight 
KG/M

100R1-03 3/16 4.8 12.1 3000 12000 90 130 0.20

100R1-04 1/4 6.4 13.5 3270 13080 100 130 0.22

100R1-06 3/8 9.5 17.1 2610 10440 125 100 0.30

100R1-08 1/2 12.7 20.3 2320 9280 180 100 0.39

100R1-10 5/8 15.9 23.9 1890 7560 205 50 0.50

100R1-12 3/4 19.0 27.8 1520 6080 240 50 0.64

100R1-16 1 25.4 35.5 1280 5120 300 50 0.83

100R1-20 1 1/4 31.7 42.8 900 3600 420 20 1.20

100R1-24 1 1/2 38.1 49.5 740 2960 500 20 1.50

100R1-32 2 50.8 61.4 580 2320 630 20 1.95

Specifications: Non skive, meets or exceeds SAE J517 100R1, EN853.
Application: High pressure service with petroleum base hydraulic fluids, water-glycol and water-oil fire resistant hydraulic 
fluids, hot oil grease, lubricants, crude and fuel oils. 
Air Application: For air and inert gas applications above 100PSI the cover should be pin pricked. 
Temperature Range: -40˚C to +100˚C 
Couplings: K series- See pg. 57-83, D series with D1 shells - See pg. 83-89
Approvals: See Standards Chart pg. 370 


